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HDMT Focus

Description

The key for success of all our TiPTiG technologies is our patented dynamic wire feeder system. In combination with 

the new developed TiPTiG HDMT Focus torch and some more components we reach an strong focused tig arc. The 

resulting arc proberties allow us to weld different materials with thickness up to 10mm in one layer as simple butt 

weld without any preparations.

Components

TiPTiG TIG 500DC machine FOCUS COMPACT -BECKHOFF built-in

TiPTiG FOCUS wire feeder

TiPTiG  High precisions slide with ballscrews  stroke: 100mm with AVC

TiPTiG FOCUS remote control

TiPTiG HW HDMT  FOCUS TORCH  “A"

TiPTiG s HDMT Focus “A“

TiPTiG Chiller 1KW
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material
P 235 - 4+4mm

Technical data

Advantages

welding of material up to thickness 10mm in one layer

very flat welding layer surfaces

simple and reproducible welding process for different steel types, also copper, aluminum, coated materials

no spatters

simple and fast changing of spares and thungsten electrodes

faster like plasma and tig welding

very small heat input and heat effect zone

less costs for welding gas, energy, filler materials, grinding and drilling materials

reduction of welding times, time for preparation and rework of welded constructions

material
1.4571 - 8+8mm

material
1.4571 - 5+5mm

material
1.4301 - 8+8mm

Input Voltage

Input Phase

Input Hz

Mains fuses (slow-blow)

Max. connected load

Recommended generator power

Setting range for welding current

Duty cycle 40 % (40 °C)

Duty cycle 60 % (40 °C)

Duty cycle 100 % (40 °C)

Wire Feed Speed

Wire Frequency

Protection classification

Insulation class

System of cooling

Net Width, Net Height, Net Length

Weight
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350 V to 480 V

3

50 / 60 Hz

3 x 32 A

24,6 kVA, Imax = 35,5 A, Ieff = 24 A

34 kVA

4 A - 500 A

500 A

440 A

380 A

0,15 - 17 m/min

17 Hz

IP 23

F

F

545 mm, 1230 mm , 1100 mm

147 kg

IEC 60 974-1;-3;10 / CE / S-Safety sign / EMC class A
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